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KABLO TURY

Kablo Yapisi - Cable Construction Kullanim Alani - Application
1) ig iletken 0,81 mm@ Elektrolitik tavli bakir Dulsuk zayiflama degerli, analog ve dijital stidyo
Inner Conductor 0,81 mm® Electrolytic annealed copper ortamlarinda, yUksek kalitede gérintu iletimi ihtiyaci duyulan
2) Yalitkan Ort. 3,7 mm@® Fiziksel képUklU polietilen yayin sistemlerinde kullanilirlar
(Skin-Foam-Skin)
Insulated Avg. 37 mm@ Physical foamed polyethylene Such cables are used broadcasting systems where lowdegree
(Skin-Foam-Skin) attenuation and high-quality video transmissions are
3)1. Ekran %100 Ortmeli AL-PES bant necessary under analog and digital studio ambient.
l. Screen %100 Coverage AL-PES tape .
4)1l. Ekran %100 Ortmeli kalayli bakir sargi Genel Ozellikler - General Features
Il. Screen %100 Coverage tinned copper wrap, ]
%100 Coverage AL-PES tape Alev Testi / Flame Test
5) Dis Kilif 580mm®@ mat PVC IEC 60332-1, EN 60332-1, VDE 0482-332-1
Outer Sheath 580mMm@ matt PVC
Kilif Rengi PVC — RAL 9003 Beyaz PVC — RAL 9005 Siyah

Sheath Sheath PVC - RAL 9003 White PVC — RAL 9005 Black

Elektriksel Ozellikler / Electrical Characteristics

Empedans 7543 0
Impedance
Yayilma Hizi 0.78

Velocity of propagation

Kapasitans
Capacitance 57+3 pF/m

izolasyon Direnci (M.Q.Km
Insulozr,ion Resisfc:r$ce ) >2000 M.Q.Km
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Frekans Zayiflama
Frequency Attenuation
100 MHz 8,0
200 MHz 12,0
300 MHz 15,1
500 MHz 19,0
800 MHz 24,2
860 MHz dB/100 m 24,8
1000 MHz 27,0
1350 MHz 31,5
1750 MHz 36,2
2150 MHz 41,1
2400 MHz 43,0
Kablo tipi Ort. Cap (mm@) Ort. Agirlik (Kg/Km) Standart Ambalaj Kod No
Cable Type Avg.Diameter (mm@) Nom.Weight Standard Packaging Code No
KV 0.8/3.7 5,80 42 100 - 500 - 1000
KV 0.8/3.7 5,80 42 100 - 500 — 1000
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