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Kablo Yapisi - Cable Construction

1) ic iletken
Inner Conductor

7x0,16 mm@ Elektrolitik bukull kalayli bakir

2) Koaksiyel izole Ort. 2,10 mm®@ KopUklU Polietilen
Coaxial insulated  Avg. 210 mm@ Foam polyethylene
3) Koaksiyel Ekran %100 Ortmeli kalayli bakir sargl, %100 értmeli
AL-PES bant
%100 Coverage tinned copper wrap, %100
Coverage AL-PES tape
4) Koaksiyel Kihf 3,05 mm@ PVC (kirmizi-yesil-mavi)
Core Conductor 305 mm@ PVC (red-green-blue)
5) Damar iletken 7x0,16 mm@ Elektrolitik bukulu kalayli bakir
Drain Wire
6) Damar izole
Core Insulated
7-8) Genel Ekran

Coaxial Screen

1,0 mm®@ PVC, (sar, yesil, kahve, beyaz)

1,0 Mm@ PVC, (vellow, green, brown, white)
%100 ortmeli AL-PES bant ve %70 kapamali
kalayl bakir tellerden érgu seklinde ekran
%100 Coverage AL-PES tape ve %70
coverage tinned copper wires braid screen

Overal Screen

9) Dis Kilif 8,7 mm®@ Ozel esnek PVC, gri
Outer Sheath 8,7 mm® Special flexible PVC, grey
Kilif Rengi Cri/ Grey

Sheath Color
Elektriksel Ozellikler / Electrical Characteristics

Empedans
Impedance

Yayilma Hizi
Velocity of propagation

Kapasitans
Capacitance

izolasyon Direnci (M.Q.Km)
Insulation Resistance

Teknik Ozellikler / ETechnical Properties
Calisma Sicakhg (°C)

Temperature Range

80||§mg Gerilimi (V)
perating Voltage

Min. Bukme Yaricapi (mm)
Min. Bending Radius

7x0,6 Mm@ Electrolytic stranded tinned copper

7x0,6 Mm@ Electrolytic stranded tinned copper

15xD

9
Kullanim Alani - Application

Cok amacgh medya uygulamalarinda yUksek ¢ozunurltk ve dustk
zayiflama degerine sahip VGA video sinyallerinin iletiminde
kullanilirlar.

Such cables are used in transmission of VAGA video signals in
multipurpose media applications. They are characterized in high

resolution and low attenu- ation values.

Genel Ozellikler - General Features

Alev Testi/ Flame Test
IEC 60332-1, EN 60332-1, VDE 0482-332-1

75£3 Q

0,78

57+3 pF/m

>2000 M.Q.Km

-30°C.... +70°C

Max. 1000 V

( D: Kablo ¢api / D: Cable diameter)
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RGB-HVS5 COAX

Frekans Zayiflama
Frequency Attenuation
1 MHz 2,3
5 MHz 4,2
10 MHz 5,5
20 MHz dB/100 m 8,2
30 MHz 10,0
50 MHz 12,5
100 MHz 18,0
Kablo tipi Ort. Cap (mmQ) Ort. Agirlik (Kg/Km) Standart Ambalaj Kod No
Cable Type Avg.Diameter (mm©) Nom.Weight Standard Packaging Code No
RGB-HV5 COAX 10,5 130 100 - 500 - 1000
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