PVC izoleli Sabit Tesisat Kablolari

PVC izoleli Cok Damarli BUkulgen Tesisat Kablolari
PVC Insulated Multi Core Flexible Installation Cables
TS EN 50525 2-T1

HO3VV-F / HO5VV-F

KABLO TURK HE3UU-F .~ HESUU-F

Kablo Yapisi - Cable Construction

1) ic iletken ince ve Cok Telli Bukulgen Bakir

Inner Conductor Fine and Multiple Wired Flexible Copper
2) izolasyon PVC izole

Insulation PVC Insulation
3) Kilif PVC Kilif

Sheath PVC Sheath

Teknik Ozellikler / Technical Properties

Kullanim Alani - Application

Mekanik zorlamalarin az oldugu kapali ve kuru yerlerde hareketli
cihaz baglantilarinda kullanilir.

At less mechanical stresses. closed and dry places. and
connections of mobile devices.

izin verilen isletme sicakhgi
Permissible operating temperature

Kisa devre sicakligi
Short circuit temperature

Test gerilimi (AC)
Test Voltage (AC)

Serim sicakhgi min
Installation temperature min.

Minimum Bukme Yari Capi
Minimum Bending Radius

Anma gerilimi
Rated Voltage

Genel Ozellikler - General Features

70 °C

160 °C

2-25kV

5°C

12xD

03-300/300V - 05-300/500V

160%

Kisa devre sicakhgi

Max. igletme sicakligi Test Gerilimi (AC)

Max. Operating Short circuit 2 kV- 2.5 kV
temperature temperature Test Voltage (AC)
2kV -2.5kV

Serim sicakligi
min. 5°C installation
temperature min 5°C

KabloT

Dagitim panolari
Distribution panels

Boru icinde
In conduit

urk Enerji Ta

pb

Aleve dayaniklilik Kursunsuz Bukulgen
Flame retardant Lead-free Flexible
IEC 60332-1
Acikta ic tesisat
Outdoor Internal wiring



PVC izoleli Sabit Tesisat Kablolari

PVC izoleli Istya Dayanikl Bikulgen Tesisat Kablolar

PVC Insulated Heat Resistant Flexible Installation Cables

TS EN 50525-2-31

HO3VV-F (300/300V)

Nomi.nol Kablo Dig Akim Tagima Kapasitesi .iIeTke_n DE Net Agirhk Amboloi o
Kesit Capi(Yaklagik) Havada Direnci (20°C) (Yaklagik) miktari
Crosssecion | Coe tappron | G R e 20C | {apprag | Amountof Packing | Packing
mm? mm A ohm / km kg / km m o mﬁgi’;ﬁ:;
2x0.50 5.40 8 39 40.68 100 C 100
3x0.50 5.75 8 39 48.25 100 C 100
4x0.50 6.30 8 39 59.15 100 C 100
HO5VV-F (300/500V)
Nomi.nol Kablo Dig Akim Tasima Kapasitesi .iIeTke'n DE Net Agirhk Ambolci Al
Kesit Capi(Yaklagik) Havada Direnci (20°C) (Yaklasik) miktari
Crossecion | Coblo o | TS SR eaee @ 20C | Appry | Amountof acking | Packing
mm?2 mm A ohm / km kg / km m o &Zﬂgfg/ckggl
2x0.75 6.20 12 26.00 54.80 100 C 100
2x1 6.60 16 19.50 64.00 100 C 100
2x1.5 7.50 20 13.30 84.80 100 C 100
2x2.5 9.10 25 7.98 129.00 100 C 100
2x4 10.30 34 4.95 175.00 100 C 100
3G0.75 6.60 8 26.00 65.05 100 C 100
3G1 6.90 12 19.50 75.10 100 C 100
3G1.5 8.20 16 13.30 106.50 100 C 100
3G2.5 9.90 25 7.98 160.95 100 C 100
3G4 10.95 34 4.95 215.20 100 C 100
4G0.75 7.20 12 26.00 79.50 100 C 100
4G1 7.85 16 19.50 97.90 100 C 100
4G1.5 9.15 20 13.30 135.40 100 C 100
4G2.5 10.80 25 7.98 198.82 100 C 100
4G4 12.20 34 4.95 274.00 100 C 100
5G0.75 8.00 12 26.00 99.32 100 C 100
5G1 8.55 16 19.50 17.77 100 C 100
5G1.5 10.00 20 13.30 164.75 100 C 100
5G2.5 12.00 25 7.98 246.27 100 C 100
5G4 13.75 34 4.95 345.53 100 C 100

urk Eneriji Ta




