Kaucuk Kablolar

Rubber Cables

100/100 V

HOIN2-D

Kablo Yapisi - Cable Construction Kullanim Alani - Application

1) iletken Tavh biikiilii bakir tel (EN 60228 Class 6) Kaynak kablolari elektrikli kaynak makinelerinde yuksek akim iletimi
Conductor Annealed stranded copper wire icin besleme kablosu olarak Gretilmistir. Cok hareketli

(EN 60228 Class 6) kullanilabildikleri gibi ozona, yada, aleve, asitlere, sicada ve soguda

2 Avinel Polyester bant dayanikli olduklarindan dolayi acik ve kapali ortamlarda, ag
Seperator Polyester tape ayan'| I olduklarindan dolayi agik ve kapali ortamlarda, agir

3) Dis Kilif Kauguk bilesik (EN 50525-1:2011 / EM5) sanayide kullanilriar.
Core Colors Rubber compound (EN 50525-1:2011 / EM5) These cables areused as a connection to welding robots in automotivi

industry, shipyards etc robust cable structure of these cables makes
them resistant to low and high temperatures ozone and radition, oils
acids, fats and petrols. These cables are also idal for outside instalation

.. . in dry, maist and wet areas.
Genel Ozellikler - General Features

@ Yapisal boyut testleri EN 50525-1, EN 50396 @ Elektriksel testler EN 50395
Structural dimension tests Electrical tests

@ Mekanik testler EN 60811-1-1, EN 60811-1-2 ® Yangin performans testleri ~ EN 60332-1-2
Mechanical tests EN 60811-2-1, EN 60811-3-1 Fire performance tests

Teknik Ozellikler / Technical Properties

Calisma gerilimi Kisa devre sicakhgi Max. g
Operating voltage 1007100 v Short-circuittemperature Max. 250°C
Test gerilimi Biikme yaricap .
Testvoltage LA Bending radius Min. 6 x@
Calisma sicakhgi -20...+85 C Referans standart
Operating temperature -40...+85°C Reference standard e
Damar Sayisi x Dig Cap Bakir Faktori Kablo Agirhg AKIM DEGERLERI
iletken Kesiti (mm?) (mm) (kg/km) yaklasik (kg/km)
Bes 5 Dakikalik Maksimum Bir Periyot Boyunca Tek Galisma Gevrimi igin Akim Degerleri
Core Numbers Outher Copper Factor Cable Weight i - e - . Lo -
Conductor Section (mm?  Diameter (mm) (kg/km) pprox (kg/km) A?-,:::rlllzgi(tez::nl % 1OOBeIIrtllen Yuf/d:;"zmet cev';l(im(ll A D(:/g::
1x10 8,50 96 146 10 100 103 108 122
1x16 9,40 154 204 16 135 145 175 230
1x25 10,60 240 290 25 180 195 230 300
1x35 11,70 336 384 35 225 245 290 375
1x50 13,50 480 535 50 285 305 365 480
1x70 15,90 672 716 70 355 385 460 600
1x95 18,30 912 943 95 430 470 560 730
1x120 20,60 1152 1.235 120 500 540 650 850
1x150 23,20 1440 1.556 150 580 630 750 980
1x185 26,50 1776 1.840 185 665 720 860 1120
1x240 28,6 2304 2400

* Standard packaging
Coil <30 kg and 250 mt < Drum






